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Product Overview

StageSmarts 
Power 
Distributors

Our rental park provides you with three different models of Sta-
geSmarts power distribution units for an intelligent, flexible and 
reliable power supply. Whether for corporate events, trade fairs, 
concerts or festivals - we have the right number of channels for 
you for any application. Simply let us know which set-up you are 
planning, and we will be happy to support you in making the op-
timal choice.

Powerstation StageSmarts C72tv The reliable and safe large-scale distributor, which meets all re-
quirements for the power supply of your event. Socapex output 
modules are also available for this purpose!

Powerstation StageSmarts C24B Perfect for powering LED screens, audio systems and intelligent 
lighting.

Powerstation StageSmarts C12B The powerful and intelligent compact power station offers you 
numerous opportunities to design your power distribution as 
flexible as possible.
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C72tv C24B C12B

Type 400 A > Loop > 72 CH x 16 A RCBO 
> 12x HAN16

63 A > 24 CH x 16 A RCBO > 
4x HAN16

63 A >12 CH x 16 A RCBO > 
2x HAN16

Power Input Powerlock 500 A 400 63 A CEE red, (TN-S) 230/400 V 63 A CEE red, (TN-S) 230/400 V

Main Breaker MCCB, electronic protection, 
4-pole 400A

Disconnector, 4-pole 63 A Disconnector, 4-pole 63 A

Channel Capacity 16 A / channel 16 A / channel 16 A / channel

Protection RCBO A-Type, 30 mA RCBO A-Type, 30 mA RCBO A-Type, 30 mA

Outputs 12x Harting 16, 3x 16 A CEE blue 
3P, 3x Schuko, 1x 32A CEE red 
(adjustable RCD), 2x 63 A CEE red 
(adjustable RCD), Socapex optional

4x Harting HAN16, 1x 32 A CEE red 
(adjustable RCD),
3x Powercon True One (parallel to 
CH21-23), 
1x Schuko (parallel to CH24)

2x Harting HAN16, 1x Schuko 
(parallel to CH12)

Dimensions 1,342x600x723 mm 6 HE 3 HE

Weight 150 kg 36 kg 18 kg

Specials Hydraulic-magnetic RCBOs, adjus-
table 400A MCCB, load monitoring 
on all main channels and integra-
ted web server, neutral protection, 
status identification of all channels, 
auxiliary outputs, emergency stop 
switch with illuminated system sta-
tus indicator + remote trip input, 
400A power lock loop-out.

Hydraulic-magnetic RCBOs, 
grounding connection, load 
monitoring on all main channels 
and integrated web server, auxi-
liary outputs, neutral protection, 
counter system for power supply, 
emergency stop switch

Hydraulic-magnetic RCBOs, 
grounding connection, load 
monitoring on all main channels 
and integrated web server, neutral 
protection, counter system for 
power supply, emergency stop 
switch


